|

Registered Data Sheet Perforating System Evaluation, API RP 19B Section 1

Reglslr;uioA

APl Form 19B-Section 1 [0 Conforms to All Requirements of Section 1

M Special Test — See Remarks/Exceptions below

Service Company B, GISC Explosive Weight a5 qm, RDX  powder, Case Material Steel

Gun 0D & Trade Name 45 (NMamm)  PKOLAAT Max Temp, 'F 302(150°C)  2hr  284(140°C)  She  266(130°C)  12hr  248(120°C)  30hr _ 230(110°C)  72hr
Charge Name /PKI14-AT-M-10 Maximum Pressure Rating 11603 (80 MPa) psi, Carrier Material Steel

Manufacturer Charge Part No.  ZPKI14-AT-M-10  Date of Manufacture Auqust 28, 2012 Shot Density Tested B (20 shots/m) ~ shots/fl .
Gun Type Expendable Gun TCP/Wireline - Recommended Minimum 1D for Running 5748  (146mm) ~in.
Phasing Tested 60  degrees, Firing Order: ~ Top Down X Bottom up  Available Firing Mode: ~ Seleclive X Simultaneous
Debris Descripon N/A Debris Weight N/A gm/charge, Debris N/A in/charge
Remarks/Exceptions per Section 1.11 Casing used: 6,61" (168 mm)x0,42"(10,6 mm) GRADE D, GOST 632-80 = = oL - e — -
Casing Data ~ 6,61" (168 mm) 0D,  Weight 27,65 (41,15 kg/m) Ib/ft APl Grade, Date of Section 1 Test October 01, 2012

Targel Data 39,37" (1000 mm) 0D,  Amount of Cement 1896 (860kg) b, Amount of Sand 3792 (1720 kq) b, Amount of Waler 985,5 (447 kq) b.

Date of Compressive Strength Test ~ Oclober 01, 2012 Briquette Compressive Strength 60769 (41,90 MPa) _psi, Aqge of Target B doys
Shot No. No 1 No 2 No 3 No 4 No 5 No 6 No 7 No 8 No 9 No 10 No 11

Clearonce, in: (MM )i 071 (81) 078 (197) 091 (230) 097 (247) 091 (230) 078 (19 071 (181) 078 (19 091 (230) 097 (247) 091 (23.0)

Casing Hole Diometer, Short Axs, in (mm).... 088 (22.30) 089 (2270) 089 (2250) 087 (2200) 090 (2290) 093 (2360) 086 (21.90) 091 (2300) 097 (2470) 093 (2560) 085 (21.70)

Casing Hole Diameter, Long Axis, in (mm)..... 088 (2240) 094 (2380) 098 (2480) 093 (2350) 096 (2440) 096 (2440) 090 (2290) 098 (24.90) L0l (2570) 094 (2380) 109 (27.70)

Average Casing Hole Diameter, in (mm 088 (2235 092 (2325) 093 (2365) 090 (2275) 093 (2365) 094 (2400) 088 (2240) 094 (2395 099 (2520) 093 (2370) 097 (24.70)

Total Depth, in (mm) . B3 (161) 59 (51) L3 (186) 15 (191) 69 (176) Lo (191) Zz (198 15 (1) 15 (191) 63 (161) 69 (176)

Burr Height, in (mm)ssmsasing 000 (000) 000 (0.00) 000 (0.00) 004 (LOO) 000 (0.00) 000 (000) 000 (0000 002 (050) 004 (1.00) 000 (0000 000 (0.00)

Shat No. No 12 No 15 No 14 No 15 No 16 No 17 No 18 No 19 No 20 No 21 No 22 AVERAGE
Clearance, in (MM)........cceeeeerererssisrsosemsssennes 078 (19) 071 (181) 078 (197) 091 (230) 097 (47 091 (2300 078 (197 Q71 (181) 078 (197) 00000 XX
Casing Hole Diometer, Short Axs, in (mm).... 086 (21.90) 089 (2250) 088 (2240) 098 (2490) 094 (2380) 089 (2270) 091 (2310) Q91 (2520) 092 (23.30) 090 (2294)
Casing Hole Diometer, Lonq Axis, in (mm)...... 098 (2500) 098 (2500) 103 (2610) 099 (2520) L0OO (2540) 106 (26.80) 098 (2500) 103 (2610) 099 (2520 098 (2491)
Average Casing Hole Diameter, in (mm).......... 092 (2345) 094 (2575) 095 (2425) 099 (2505) 097 (2460) 097 (24.75) 095 (24.05) 097 (24.65) 095 (24.25) 094 (2392)
Total Depth, in (mm) L0 (179) 43 (286) 11 (81) 63 (161) 61 (56) 61 (158) L1 (181) L1 (1810 41 (231) L1 (18
Burr Height, in (mm)...... 000 (000) 002 (050) 000 (0.00) 004 (LOO) 000 (0.00) 000 (0.00) 004 (100) 007 (L80) 002 (0.50) 001 (037)
Remarks The qun can be used in gas wells. Penelration normalized to 5000 psi by method of SPE 27424 (approx. 3.8%/ 1000psi) = 74" ( 189 mm)

Self Third Party

Type of Certification:

| certify that these lests were made according lo the procedures as outlined in APl 198: Recommended Practice for Evaluation of Well Perforators, Second Edition, September 2006. All of the equipment used in these lests, such as the quns, jel charges, detonator

cord, etc., was standord equipment with our company for the use in the qun being tested and was not changed in any manner
equipment that would be furnished to perforate a
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X
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for the test. Furthermore, the equipment was chosen at random from stock and therefore will be substantially the same as the

for any operalor. APl neither endorses these tests nor recommends the use of the perforator system describes.
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Name of test as it should appeor on websile: PKOT14-AY //ZPK114-AT-M-10

Name of test as il should appear on application and application date: PKO114-AT / ZPK114-AT-M-10

(Date) (Company) (Address)




